KF800 series metallic rotameter is one of Variable—area flowmeter with simple
structure,work reliable,,wide application field,high precision,convenient installing.it is
suitable for compatible liquids,gases .

KF800DX series metallic rotameter with LCD and 4-20mA electricity signal output.
restrict alarm and many kinds of signal.compared with other flowmeters,this series has
the characteristics of high-pressureproof,high-temperature proof,safety,ocular reading
etc.it is suitable for chemical industry, petroleum, metallurgy, power plant, environmental

protection,medical science.

M5 indicator M6 indicator M7 indicator M8 indicator M9 indicator M10 indicator
(cone pipe)

Note: Indicators only means for case shapes.

Specifications

Measuring range Pressure Loss(KPa)

rl:r):r\ln Water (L/h) Air (Nm?3/h) Orifice Plate Cone Pipe
Normal type Corrosion-proof type | Normal/Corrosion-proof| Water Air Water Air
2.5~25 - - 0.07~0.7 5.5 71 2.1 2.6
4.0~40 2.5~25 0.11~1.1 5.5 7.2 2.1 2.6
6.3~63 4.0~40 0.18~1.8 55 7.3 2.1 2.6
15 10~100 6.3~63 0.28~2.8 5.6 7.5 2.1 2.6
16~160 10~100 0.48~4.8 5.6 8.0 2.1 2.6
25~250 16~160 0.7~7.0 5.8 10.8 2.1 2.6
40~400 25~250 1.0~10.0 6.1 10.0 2.1 2.8
63~630 40~400 1.6~16.0 7.3 14.0 2.2 3.2
63~630 40~400 1.6~16 5.7 7.2 2.4 3.2
100~1000 63~630 3~30 59 7.7 24 3.3
25 160~1600 100~1000 4.5~45 6.0 8.8 2.5 3.4
250~2500 160~1600 7~70 6.8 12.0 2.6 3.8
400~4000 250~2500 11~110 9.2 19.0 3.0 4.5
630~6300 400~4000 18~180 6.8 8.6 3.3 7.4
50 1000~10000 630~6300 25~250 9.4 10.4 3.8 7.7
1600~16000 1000~10000 40~400 14.5 15.5 4.3 8.4
80 2500~25000 1600~16000 70~700 6.9 12.9 3.6 6.8
4000~40000 2500~25000 100~1000 8.0 18.5 4.6 8.9
100 6300~63000 4000~40000 160~1600 8.5 19.2 5.8 12.0
10000~100000 6300~63000 250~2500 8.8 19.6 6.4 12.8
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KF800 Series

Metallic Tube Variable-Area Flowmeters

How To order

KF800 Metallic tube variable—area flowmeters
ZH | Flow rate field display
DH | Flow rate field display with 4—-20mA output.
DX | Totalizer with flow rate LCD display, 4—20mA output.
DN15-100 Pipe size(mm)
RR1 304SS, 1Cr18NigTi
'% RR2 | 316L, 00Cr17Ni14Mo2
g RRO 316SS, 0Cr18Ni12Mo2Ti
[0}
:g Ti Titanium alloy
F 304 SS with PTFE liner
Eé MG indicator : for DN15~DN50 M7 indicator: aluminium alloy
§§ M8 indicator: Explosion proof M9 indicator: All stainless steel
2| DO Non
S
g D1 24VDC power supply (For 4~20mA output)
,533 D2 Battery power supply
Ks High alarm
Kx Low alarm
5 BT Vertical, from bottom to top
5
% RL Horizontal, from right to left
z
S
1 LR Horizontal, from left to right
IJ__l T Keep warm
krgoo[ | —— [] e e e I e Ifl
External dimensions
f1
D2
— D1 Unit: mm
DN L B D1 D2 f1
15 250 14 65 95 208
— ] 25 | 250 | 18 | 85 | 115 | 218
8- 40 250 20 110 150 233
] 80 | 250 | 22 | 125 | 165 | 240
80 250 24 160 200 258
100 250 26 180 220 268
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